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Face:
Textured polycarbonate film. High temperature resistance and excellent dimensional stability. Ideal for screen printing, automotive, overlays, membrane switches etc.  
Thickness:                 250 micron ±5%




VELVET/MATTE POLYCARBONATE 250mic
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Description automatically generated]


The above specification is based on information obtained from the original manufacturer and is offered in good faith in accordance with the companies conditions to determine fitness for use.  No guarantee is offered or implied.  It is ultimate users’ responsibility to fully test the material and determine its suitability for the application intended.  Measurements and test results are nominal.   In accordance with a policy of continuous product improvement the manufacturer reserves the right to amend the specification without notice. 
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Property Test Method Units Test value
PHYSICAL
Specific Gravity ASTM D792 glem® 12
Light Transmissivity ASTM D1003 % 8088
Haze ASTM D1003 % 80-90
Water Absorption Equilibrium. 24 hrs ASTM D570 % 023
MECHANICAL
Tensile Sxcngth ASTM D882 psi 2800
ISOR1184-1987 MPa 60
Elongation at break ASTM D882 % ~90
Impact Strength @ 10mils TSK6745 Inlbs 120
THERMAL
Vicat Softening Point 120 °C/hr, 10N load 150 306 °c 151
ELECTRICAL
Diclectric Strength (@ 10mils) ASTMD149 Vimil 1.700
Volume Resistivity@25°C,50%RH ASTM D257 Qem 10%
Surface Resistivity@25°C.50%REH ASTM D257 o 1015
FLAMMABILITY
UL Flammability @ =10 mils UL94 V2
@<10 mils ULY4 VIM2

Thickness tolerance <0.250mm(0.010") o =10%

20.250mm(0.010") =5%

Note: The values in the typical property table are for reference only. For further requirements, please contact us.
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VELVET/MATTE POLYCARBONATE 250mic

Face:

Textured polycarbonate film. High temperature resistance and excellent dimensional stability.

Ideal for screen printing, automotive, overlays, membrane switches etc.

Thickness: 250 micron +5%
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